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SPECIFICATION

REFOND P/N-=mils
RE-WxxTP32DS-FH-2N
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1.4Package Dimension 3R~}

Fig.1-1 Top view [EERE Fig.1-2Side view fE L&

Fig.1-3Bottom view & E{LE] Fig.1-4Polarity #&14

Fig.1-5Soldering patterns ¥EF 1542

Notes &7+

1. All dimensions6.73 ¢21428.027n(t cmeb1(s6.73 (a)11(r)-7(e)11( )5(m)-30il)-4()-4(1)-4(1)17(m)-30(e)11(t)5(e)11(r)-7s|

Tel:+86-755-66839118 Fax:+86-755-66839300 E-mail:sales@refond.com Web: www.refond.comPAGE:4
REFOND:WI-E-045 A/3 REV:E/1




// IWBHJ%FI;

REFOND

1.5Product Parameters F=mE8%

Table 1-1 Electrical / Optical Characteristics at Ts=25°C EM5HF4F4

ltem Symbol | Test Condition v V?_I;s Ve Unit
Iﬁ yat= ;T" R : * . %
A= (s AR e | cme) | @xm | T

Forward Voltage

(FEfEE) VF IF=60mA 2.7 2.75 2.9 \Y
Reverse Current R VR=5V 10 A
(REE7) = u
RF-WA4TP32DS-FH-2N _

Table 1-2 Absolute Maximum-Ratings atTs=25°€C 4B3JmA(E
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Jip a1 =
REFOND fﬁE =2
Fig 1-6—The C.|.E-Chromaticity Diagram CIEBFE
Table-1-4
BIN CODE X1 Y1l X2 Y2 X3 Y3 X4 Y4
E40 0.3871 0.3894 0.3769 0.3838 0.3729 0.3704 0.3832 0.3761
E50 0.3518 0.3705 0.3408 0.3614 0.3402 0.3475 0.3512 0.3566
BIN

CODE X1 Y1 X2 Y2 X3 Y3 X4 Y4 X5 Y5 X6 Y6
E40-A | 0.3852 0.3829 0.3927 | 0.3872 | 0.3977 0.4039 | 0.385 0.3967 | 0.382 | 0.3866 | 0.3871 | 0.3894
E40-B 0.385 0.3967 0.3723 0.3895 0.3673 0.3728 0.3749 0.3771 0.3769
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1.8Typical optical characteristics curves BiFI 245
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2. Packaging F=mfl%

2.1 Packaging Specification f3E#g

Package: 12000/4000pcs/reel. 83 &% 12000/4000pcs,
2.1.1Carrier Tape Dimension & R~

Polarity
Mark
2.00 4. 00 1,55
N N e
=} N N NI y N ]
10 ' ﬁ ﬁ ; ﬁ o
v 3
0,95 3,02 :
Fig.2-1 Carrier Tape-Dimension Zm /<~
2.1.2Reel Dimension B R~
‘ 1 Table 2-1 Title
|
8.7£0.3mm A 8.5+0.3mm
J i
‘\ © J @ 290%2.0mm B 178+1.0mm
= ‘ 79.6+02mm | C 59+1.0mm
! 14.2%+0.2mm D 13.5+0.3mm
A
Label 12K 4K
Fig.2-2Title

Notes &7+

The tolerances unless mentioned £0.1mm.

Unit : mmJE @ REAZ 012K, RSP 2K
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2.1.3Label Form Specification #R&S#4&

Table 2-2 Title
PART NO. Part Number G2
E;EE :8 :ﬁm" SPEC NO. Spec Number #4&
LOT NO CFe LOT NO. Lot Number #t/75
- BIN CODE Bin Code B3
' N Luminous flux &, Ty
XY Chromaticity Bin &X
] VF Forward Voltage [EMBE
—— WLD Wavelength J& K3
B QTY Packing Quantity {2
- DATE Made Date 47 B

Fig 2-3 Title

2.2Moisture Resistant Packing B5#Af1%E

. ———

b — VAN

Fig.2-4Title
2.3Cardboard Box 45

;

<

N

Fig.2-5Title
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2.4 Reliability Test Items And Conditions {S#i14MiA10 B K54
Table 2-3 Title
Testltems Ref.Standard Test Condition Time Quantity Ac/Re
=] SEILE M4 Bia] HE e LIl
Reflow Temp:260°Cmax _
JESD22-B106 2times 10pcs 0/1
[EIE T=10 sec
H | Shock -40°C 15min
ermal shoe JEITAED-4701 .
o 300307 yZ10s 200cycles 10pcs 0/1
H i [[[TITRY] FHH 1OO°C 15min
High Temperature Storage
JEITAED=4701 : 5
S 200 201 Temp:100°C 1000hrs 10pcs 0/1
. ull,-{‘_Jl,l,{l‘IfLJ
Low Temperature Storage
. JEI';%OEE(;g?Ol Temp:=40°C 1000hrs 10pcs 0/1
REREF
Life Test Ta=25°C
" JESD22-A108 1000hrs 10pcs 0/1
B
RmiEeE IF=60mA
High Temperature
High Humidity Life Test | jesp2z.a101| 0/ 90%Re 1 1500ns | 10pcs 01
L I[F=60mA
=R e A R
Temperature
idi JEITA ED-4701 TA=85°C
Humidity Storage 100 103 1000hrs 10pcs 0/1
—E e E R1=85%
=REREE e

Tel:+86-755-66839118 Fax:+86-755-66839300 E-mail:sales@refond.com Web: www.refond.comPAGE:14
REFOND:WI-E-045 A/3 REV:E/l1

e\ b ffb/‘%k‘t&—lv j—;
=5 PR T =




\\
HE

B
h
=l
z
S

HE
ik




QD

In=7icss

REFO

p 4
o

3. SMT Reflow Soldering Instructions SMT BI85 BH

3.1SMT Reflow Soldering Instructions SMT [Bl5 4815 BA

TP - —— - - - -
T
-
L. v ____ ___________~_____Il_
‘
|
L - vYy_/ _ _ _ _ _ _ _______41
' e — s [
Preheat
25
Fig-3-1Title
Table-3=1Title

Average temperature rise speed FIIFHRIRE (FsmaxZE Tp)

—

BE3 °C/F Max3°C/s

FRIZE'EE (Te) HBZE 5°C LIRBIREFATIE]

Preheating: minimum temperature¥iiit: SIKEE (Tsmin) 150 °C
Preheating: Max temperature¥iii: &= RE (Tsmax) 200 °C
Preheating: Timefi#%: BYjE] (TsminZETsmax) 60 - 120%)  60s-120s
Time limited to maintain high temperature: the temperatureflig#te€ 217 °C
Fem. mE (T
ime limi intain hi ; i By 443 =
Time limited to maintain high temperature: The Time  PRBY4EHF 22607 Max 60s
=R BYE (W)
Peak /Classification of temperature:l&{g / 23R E (Te) 260 °C
AN BF

Time limit classification of peak temperature time[& S AR T 2%10F  Max 10s
BYiE (tp)
Hold time within 5 °C with the actual peak temperature (TP)5 3K

P P (TF) &%30%)  Max 30s

Cooling speedP& /BiRE

Needed time from 25 °C to Tp25 °C F+EI&EREFTEa]
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Notes &7+

(1)Reflow soldering should not be done more than two times. In the case of more than 24 hours passed

soldering after first, LEDs will be damaged. [BIFIE /R ARl LIRS RO, FRop[a]S

LEDPIRE I TR R MR,

(2)Whensoldering , do not put stress on the LEDs during heating. 3124508 .. A B EMEL S HBLE D FERIAERE. ..

3.1.1 Soldering Iron [&&IRE

(1) When hand soldering, keep the temperature of iron below less 300°C less than 3 seconds
ME TSR, MRS ASE R AL E300°C, BYHEIR AR 37,
(2) The hand solder should be done only one time.F T I8Z 2 AI8E—R,

3.1.2 Repairing &%k

Repair should not be done afterthe LEDs have been soldered. When repairing is

unavoidable,a double-head soldering iron should be used (as below figure). It should be

confirmed in advance whether the characteristics of LEDs will or will not be damaged by repairing.

3.1.3 Cautions I=EIN

(1) The encapsulated material of the LEDs is silicone. Therefore the LEDs have a soft surface on
the top of package. The pressure to the top surface will be influence to the reliability of the LEDs.
Precautions should be taken to avoid the strong pressure on the encapsulated part. So when

usethe picking up nozzle, the pressure on the silicone resin should be proper. LEDF R AR,
KERR, BORERGERESEZELEDE N, Fll 2 BiliAabitiairis

RAFEBEANZIG .
(2) Components should not be mounted on warped (non coplanar) portion of PCB. After soldering,

do nOt Warp the CI rcu It board ' LED Lk_r’ S S |$ﬁ%ﬂﬁﬁlngﬂmmﬁulﬁnuuﬂﬁ“ﬁl'ﬁ%ﬁf%fﬁ%ﬁ;%%iﬁﬂﬁu~ :llllillllllillﬁﬁrlﬁ

Mo
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(3) Do not apply mechanical force or excess vibration during the cooling process to normal

temperature after soldering. Do not rapidly cool device after soldering.[El;F18 2 542N fEH, K

4. Handling Precautions = mfERF 2 HEIM

4.1 Handling Precautions F= @R EEM
(1) LED operating environment and sulfur element composition cannot be over 100PPM in the
LEDmating usage material. This is provided for informational purposes only and is not a warranty
or endorsement.LED T{EIF1E &5 LED EECHIMEIRIRITEMR U EYIR G AR ET 100PPM.XR
—PMEIWN, AMEER@RER,
(2) In order to prevent ex-ternal material from getting into the inside of LED, which may cause the
malfunction of LED, the single content of Bromine.element is required to be less than
900PPM,the single content of Chlorine elementis-required to-be less than 900PPM,the total
content of Bromine element and Chlorine-element in the'external materials of the application
products is required to be less than 1500PPM: This.is provided for informational purposes only
and is not a warranty or endorsement. 73 7 [H1ESNFR4BLEN-LED MERLLER LED BY(H, Frgd
MENFTAENHESE, P—MNRIESEENXK/F 900PPM, BE—STESEER/NF 900PPM,
RITESRITESZEEXIVNT 1500PPM. L2 F @il RESELE R
(3) VOCs (Volatile organic compounds) emitted from materials used in the construction of fixtures
can penetrate silicone encapsulants of LEDs and discolor when exposed to heat and photonic
energy. The result can be a significant loss of light output from the fixture. Knowledge of the
properties of the materials selected to be used in the construction of fixtures can help prevent
these issues. Refond advises against theuse of any chemicals or materials that have been found
or are suspected to have an adverse affect on device performance or reliability. To
verifycompatibility, Refond recommends that all chemicals and materials be tested in the specific
application and environment for which they are intended tobe used. Attaching LEDs, do not use
adhesives that outgas organic vapor. N FHEHFIIEL MRS EES LED RS, T@E~EN
FRAHFHT, 2FH LED &, #AMSHMENLR, a1 7THREGME 058 % £ X LR,
InF RISEAMEMI LED SRHRIMREENE A e E B ENYIREME, FEXEMRZEZIERL THY
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ERBXMTREE, SHIFENARMERINE, KFEENIENYIRMAEHITHES NI,
TEMG%E LED BHR, AEERREFEBIELMESEBIRLET,

(4) Handle the component along the side surface by using forceps or appropriate tools; do not
directlytouch or Handle the silicone lens surface, it may damage the internal circuitry. J@ I {FEHEH

T EMMEHIERE, FUEZRFHAHESERERGRE, ERRIMIFREER,

Hz Y A st | L= — l : g i
raY) & e
% /. ! Wj = = %
5 — =
il —— :
= = S = STt

;_W‘mi

Fig 4-1 Title

(5) In designing a circuit,the current through each-LED can-net be exceed the absolute maximum
rating specified for each LED.In the-meanwhile,resistors for.protection should be
applied,otherwise slight voltage shift will cause big current change,burn out may happen. The
driving circuit must be designed to allow forwardvoltage only-when it is ON or OFF.If the reverse
voltage is applied to LED, migration can be generated resulting in LED damage. &iTEEERES, @
I LED WERAREIMENZRAE, ALY, AFRERERIFEMR, BN, M BEEEURE51E
R BT s~ R ey BEERISTTTURIER B E A B S E X AR EHEHINE R B ER
T, AEMmMRE, TSR LED,

(6) Thermal Design is paramount importance because heat generation may result in the
Characteristics decline,such as brightness decreased,Color change and so on.Please consider
the heat generation of the LEDs when making the system design.LED &5 EH B &8 A RFIFE
FURERZMAE, BEASIEMR LED AWK, EWANEE, FFUTEIRITIIN D Z SR
&)

(7) Compared to standard encapsulants, silicone is generally softer, and the surface is more likely
to attract dust,requiring special care during processing. In cases where a minimal level of dirt and
dust particles cannot be guaranteed, a suitable cleaning solution must be applied to the surface

after the soldering of components. Refond suggests using isopropy! alcohol for cleaning. In case
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other solvents are used, it must be assured that these solvents do not dissolve the package or

resin. Ultrasonic cleaning is not recommended. Ultrasonic cleaning may cause damage to the

ERR =T, JEl}n"“tl;L,(F =2 XH TAélB’J
T mmmm e e e T S T LED Fﬁ?ﬁh% REEFXTE ﬁ‘i‘;]‘iiﬁo

(8) If the package is flatulence or damaged,please notify the sales staff to assist. i 2 @EMIHY...
B, FBREE AR DRI,

(9)Similar to most Solid state devices; LEDs are sensitive to Electro-Static Discharge (ESD) and

Electrical Over Stress (EOS). LED &I RnEFERHx, T
B BIR,

(10) Other points for attention, please refer to our relevant information. E & R E A SR IHF4H
KRR
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Date H R Revisor{&iT& Version¥E ¥z | Verifier& % Remarks&3E
2021-1-25 E/l
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Declare

This specification is written both in English and in Chinese and the latter is formal.
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