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1. Description F=aa 48

1.1General Description = ga ik

The Red source color devices are made with AlGalnP on Substrate Light Emitting Diode.
Product package 2.8mmX3.5mmX0.65mm
£15¢L EDHAIGaINPIUF TR FUSK M A, A an /R <12 2.8mmX3.5mmX0.65mm

1.2Features = gnF1iE
» PLCC Package.PLCCHtt

» Extremely wide viewing angle. 2t FEX

» Suitable for all SMT assembly and solder process & FFrERSMTAEMNIFIETZ
» Available on tape and reel & T & A& iH

» Moisture sensitivity level: Level 3.BAEZ4% Level 3

» RoHS compliant.;& ERoHSEK

1.3Application =& FH

» Hotel,markets, household and other architectural uses.jB[E 7w i Je

» Indoor display. ER &R
» Landscape lighting. T32R1

» General use. ELfthiTirkA5nz A
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1.4Package Dimension 3 R~f
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Fig.1-5Soldering patterns #7185t

Notes #i»

1. All dimensions units are millimeters. i R EBEAIAZX

2. All dimensions tolerances are +0.2mm unless otherwise noted. ] iy, B L 0.2 2K
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1.5Product Parameters F=mEB

Table 1-1 Electrical / Optical Characteristics at Ts=25°C EBMH 5454

Table 1-2
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Junction Temperature

(&R

TJ 100

Notes &7F:

1. 1/10 Duty cycle, 0.1ms pulse width. Bk$50.1ms,&5%Eb1/10.

2. The above forward voltage measurement allowance tolerance is +0.1V. M EFAREBEMNEIRE +0.1V.
3. The above wavelength measurement allowance tolerance is + 1nm. MU EFIRIEEKNEIRE +1nm.

4. The above luminous flux measurement allowance tolerance +10%. ERYGIBERINIE DIFAZE H+10%.

5. Care is to be taken that power dissipation does not exceed the absolute maximum rating of the product. &8

HEREBIMENEAE.

6. All measurements were made under the standardized environment of Refond. 2 ifiE MR FRET REME

FETNR T &,

7.When the LEDs are in operation the maximum current should be decided after measuring the package

temperature - junction temperature should notexceed-the maximum rate. LED /&80 om0 2

FHHE, LETEBIRAE,

REFOND:WI-E-045 A/3 REV:E/1

1.6 Bin Range Of Forward Voltage and Luminous Flux and Dominant
wavelength (IF=300mA)BE5S RS R S BIN SEE(IF=300mA)
Table 1-3
G6 H6 16 J6
VE V
1.7-1.9 1.9-2.1 2.1-2.3 2.3-25
RF-OURI35TS-EK-2T SIA SJA SKA SEA
®v Im 25-30 30-35 35-40 40-45
RF-OURI35TS-EK-2T EOO FOO / /
Ad (nm) 620-625 625-630 / /
Tel: +86-755-66839118 Fax:+86-755-66839300 E-mail:sales@refond.com Web: www.refond.com PAGE:6
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1.7 Typical optical characteristics curves BB 225514 gh4k
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Fig 1-8 Forward Current Vs. Relative Intensity1F [ F8 37 54837t ariF 14 thsk
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2. Packaging FEmf%

2.1 Packaging Specification BZEMg
Package:Max 4000pcs/reel. BEFER % 4000pcs.

2.1.1Carrier Tape Dimension & R~

FEED DIRECTION _
Polarity
2.00 M?Lk' 1.55
i
AR LN N
0 N N N
O \ |
N e == —
\Top ‘ | i
L Tape ;
1.0.95
L 500 ‘

Fig.2-1 Carrier Tape Dimension s R <

2.1.2Reel Dimension &R~
Table 2-1 Reel Dimension H&ER

0
A 10.5%+0.5mm
& i
‘\ OJ o B 178+ 1mm
-
C 59+ 1mm
Y
A D 13.5+0.5mm

Label
Fig.2-2 Reel &%
Notes &3+ :

The tolerances unless mentioned +0.1mm. Unit : mm}F : JRFAEN+0.12F, TN - 2o
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2.1.3Label Form Specification IR

Table 2-2 Label Parameter 155&&%k

PART NO.

Part Number &%

SPEC NO.

Spec Number 11§

LOT NO.

Lot Number #t% 5

BIN CODE

Bin Code Z#(f{F5

0]

Luminous flux LB =

WLD

Dominant wavelength 33§
S

VF

Forward Voltage 1E@EEE

QTY

Packing Quantity k&

Fig 2-3 Label Form FR2StEiR DATE

Made Date &= HHA

2.2Moisture Resistant Packing B3l 3t

Fig.2-4 Packing specification E£i%FH
2.3Cardboard Box G345

Fig.2-5 Cardboard Box B34535
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2.4 Reliability Test Items And Conditions SIS B R &4

Table 2-3 Test items and conditions 310 B Kz &4

Testltems Ref.Standard Test Condition Time Quantity Ac/Re
=] BEME M 51 B i) HE EWuiel
Reflow Temp:260°Cmax _
. JESD22-B106 2times 10pcs. 0/1
EIpives T=10 sec
-40°C 15min
Thermal Shock
JESD22-A106 1110s 100 cycle 10pcs. 0/1
BT
100°C 15min
High Temperature Storage
R JESD22-A103 Temp:100°C 1000hrs. 10pcs. 0/1
EaRE
Low Temperature Storage
. JESD22-A119 Temp:-40°C 1000hrs. 10pcs. 0/1
RRRT
Life Test
Tel: +86-755-66839118 Fax:+86-755-66839300 E-mail:sales@refond.com Web: www.refond.com PAGE:13
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2.5 Criteria For Judging Damage S3HIEITA

Table 2-3 Criteria for judging damage <XHEATE

Test Criteria For
Test Items Symbol Applicable project
Condition Judgement
HiE we o o EFmE
ML HIEFRE
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peronn LID 52 Ep TG-201707180653NP
PR B E Cooling speed B=6 °C/F Max 6 °C/'s
o = N=N-=4 == A : o
25 °C A EIREREFTFEIE Needed time from 25 °C to 228450 Max Sminutes
Tp
Notes &% :

(1)Reflow soldering should not be done more than two times. In the case of more than 24 hours
passed soldering after first, LEDs will be damaged. [BI5f/EREAE] LIBEFR, FRERIEHIEY
TSR B AR24/ N6y, LEDETRER T IR mminif.. ..

(2)Whensoldering , do not put stress on the LEDs during heating. /838y, AEEMEIZANE
HERERE.

3.1.1 Soldering Iron [&&kIIE

(1) When hand soldering, keep the temperature of iron below less 300°C less than 3 seconds

HFTIFEE, BERBVERLSIUNF300
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RERR, BHRERGFRESFMLEDASEYS, FItNEGHEke eEiRESRG, SERRER,
RIFRENENNZEEM.
(2) Do not apply mechanical force or excess vibration during the cooling process to normal

temperature after soldering. Do not rapldly cool device after soldering.[ELEE 2 E 8 F A2, , A .

ExMEL g, WAEEER, ORRE, AEXBMEREIAT

4. Handling Precautions F=fafE = EIN

4.1 Handling Precautions F=@fFFFEEIM
(1) LED operating environment and sulfur element composition cannot be over 100PPM in the
LEDmating usage material. This is provided for informational purposes only and is not a warranty
or endorsement.LED TEIfIE K5 LEDISECRIMBIRIR TR R S YR AR EI81E 100PPM.X R
—PMEIN, AMEER@EER.
(2) In order to prevent ex- ternal material from getting into the inside of LED, which may cause the
malfunction of LED, the single content of Bromine element-is required to be less than
900PPM,the single content of Chlorine-elementis required to be-less than 900PPMthe total
content of Bromine element and Chlorine element inthe external materials of the application
products is required to be less than 1500PPM. This is-provided for informational purposes only
and is not a warranty or endorsement. 3 7 BFLESM R Eadt N\ LED EBLASRK LED 89355, Frik
IMERFTEEHES, 2—HRITESEER/)TF 900PPM, E—RITREEER/TF 900PPM,
RITESRTESEEXLIVNTF 1500PPM. XRZ2—1EIN, RFMEEIRERER.
(3) VOCs (Volatile organic compounds) emitted from materials used in the construction of fixtures
can penetrate silicone encapsulants of LEDs and discolor when exposed to heat and photonic
energy. The result can be a significant loss of light output from the fixture. Knowledge of the
properties of the materials selected to be used in the construction of fixtures can help prevent
these issues. Refond advises against theuse of any chemicals or materials that have been found
or are suspected to have an adverse affect on device performance or reliability. To
verifycompatibility, Refond recommends that all chemicals and materials be tested in the specific

application and environment for which they are intended tobe used. Attaching LEDs, do not use
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adhesives that outgas organic vapor. LED (3R, TEEE~E
FRANFHET, 22 LED 6, #HMEMMT™ELR, & 7 BRESFMRIEESE % = X tia),
InFE RXIEAERRY LED B34 ResiE TR B ERNIREME, FEXEMBEERIEXRTH
PRI EER SRR RARAMEATRE N RNR S R ER R RS R D
7ENG%E LED Akdf,  AEMAEE SR 4 fn 4R £ T AR5

(4) Handle the component along the side surface by using forceps or appropriate tools; do not

directlytouch or Handle the silicone lens surface, it may damage the internal circuitry. B {FHEH

BN TEMMEMIERE, AAEZRFIRGTERBERAERE, ©rRIEIBIFAIBERE,

A7 % i = T —
I T 2V 11 f A N L}
M A T S e g
d = = o e =
P ¥%§%§®f /”ggf
=soasE = \ —
Ay —

Fig4-1 Misoperation fEiZiEfE

(5) In designing a circuit,the currentthrough each LED-ean- not be exceed the absolute maximum
rating specified for each LED.In the meanwhile;resistors for protection should be
applied,otherwise slight voltage shift will cause big current change,burn out may happen. The
driving circuit must be designed to allow forward ‘'voltage only when it is ON or OFF.If the reverse
voltage is applied to LED, migration can be generated resulting in LED damage. i&IiTEBERES, &
14 LED G5 i im0 Rl Sl ﬁ'”ﬂ.d-?*’*'”'}ff*ﬁ”“fm

gl - ||(i|||||rl"T}‘ Lanp

RAREREW, T’ﬁ‘é%ﬁ(?nn?ﬁ%ﬁo
T, FERINKRE, SUEHF LED,

(6) Thermal Design is paramount importance because heat generation may result in the

Y

Ay =V —J==l(
= bl-?:‘_@':h#mEJr I

Characteristics decline,such as brightness decreased,Color change and so on.Please consider
the heat generation of the LEDs when making the system design.LED ARERI BB BHLE HINIAE, .
RURENZEMAE, BEASSREM LED KUK, RMAKEE, FRUEIRITIIN D Z SR

A)o
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(7) Compared to standard encapsulants, silicone is generally softer, and the surface is more likely
to attract dust > requiring special care during processing. In cases where a minimal level of dirt
and dust particles cannot be guaranteed, a suitable cleaning solution must be applied to the
surface after the soldering of components. Refond suggests using isopropy! alcohol for cleaning.
In case other solvents are used, it must be assured that these solvents do not dissolve the
package or resin. Ultrasonic cleaning Is not recommended. Ultrasonic cleaning may cause
damage to the LED. , y LR e

B A EERAEN T T :,H: o ?L,ﬁﬁﬁﬁl‘,ﬁm% Il ANy .‘iiﬁ%ﬁ‘fﬁ e X 1]
FEATEMBIRET, DIIRIEFASRIAEER, BEERIESY LED FRINE, THEEXMSE
KA

Table 4-1Storage &7z

Conditions Temperature Humidity Time
S S e B E]
Before Opening Aluminum Bag Within 1 Year From Date
<30°C <75%
FRER —ER
Storage
After Opening Aluminum-Bag 24hours
<30°C <60%
wERE 24/]\BY
Baking =24hours
60£5°C -
ey K F 24/

(8) If the moisture absorbent material (silica gel) has faded away or the LEDs have exceeded
the storage time > baking treatment should be performed after unpacking and based on the
following condition (60+5) °C for above 24 hours. IR FIEFIT B ELR, HEZRATEUL
AR EIEA RS HIEZM . 60+45°C, KT 24 /B,

If the package is flatulence or damaged,please notify the sales staff to assist. 1R B EK S EWH
| = =z A o . T

i
[
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